CT XTRA RANGE

An innovative range of single and twin ended
shower pumps. The CT Xtra range raises the bar
for all other ‘entry level’ shower pumps to
follow. Designed to quietly and efficiently
boost the hot and cold water supplies to the
thermostatic or manual mixer valves and are
suitable for a wide range of shower types and
heads, these pumps will increase flow to any
tank fed appliances making them the best value
for money pumps available.
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CT XTRA Technical Specification

Packed Pump
Part No. Description Specification Performance Connection Type Pump Volumetrics Volumetrics
Electrical Pump Pump Hoses Isolators Dimensions Dimensions
Input Type
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CT Xtra Shower Pumps
1.5 Bar Twin End

CT 50 Xtra Positive Head 3A 120 140 150 %" 15mm 3.46 | 195 | 120 | 165 | 4.22 | 295 | 215 | 205
Shower Pump “ / (1.2) | (1.4) | (1.5) X
1.5 Bar Twin End J
CT 50+ Xtra Positive Head « 3A « 120 140 150 %" 15mm Inlet 3.46 | 195 | 120 | 165 | 4.22 | 295 | 215 | 205
Shower Pump (1.2) | (1.4) | (1.5) Only
2.0 Bar Twin End
CT 75 Xtra Positive Head 3A 150 170 200 3,47 15mm 3.78 | 195 | 120 | 165 | 4.55 | 295 | 215 | 205
a
Shower Pump / / (1.5) | (1.7) | (2.0) X
2.0 Bar Twin End /
CT 75+ Xtra Positive Head J 3A ‘/ 150 170 200 34" 15mm Inlet 3.78 | 195 | 120 | 165 | 4.55| 295 | 215 | 205
Shower Pump (1.5) (1.7) (2.0) Only
1.5 Bar Single
CT 55 Xtra End Positive 3A 120 140 150 3,47 15mm 3.37| 195 | 120 | 165 | 4.01 | 295 | 215 | 205
a
Head Shower V/ \/ (1.2) | (1.4) | (1.5) X

Pump

1.5 Bar Single ‘/

CT 55+ Xtra  |[End Positive 3A 120 140 150 347 | 15mm Inlet 3.37| 195 | 120 | 165 | 4.01 | 295 | 215 | 205
Head Shower J J (1.2) | (1.4) | (1.5) Only
Pump
2.5 Bar Single
CT 85 Xtra End Positive 3A 10 130 220 3;4” | 15mm 3.38| 195 | 120 | 165 | 4.02 | 295 | 215 | 205
a
Head Shower V/ \/ (0.1) | (1.3) | (2.2) X
Pump
2.5 Bar Single
CT 85+ Xtra  |[End Positive 3A 10 130 220 34” | 15mm (Iet 3.38| 195 | 120 | 165 | 4.02 | 295 | 215 | 205
Head Shower \/ V/ (0.1) | (1.3) | (2.2) Only
Pump
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